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ACCOPPIATORI PER INTERNI
INTERNAL LINE-UP CLAMP



Tutte le macchine, in base al modello, possono
essere motorizzate con motori pneumatici a pistoni,
a palette o elettrici.

La OPUS s.r.l. vanta oltre 30O anni di esperienza nel campo del
pipeline,leader nella costruzione e revisione di accoppiatori per interni
da 8" a 80".

All type of machines on model base can be
motorized with axial piston air motor, air vane
motor and electric motor.

OPUS s.r.l. boast over 30 years experience in pipeline field, leader in
construction and revision of internal pneumatic clamps from 8" up to
80".

Le ruote di scorrimento oltre a
permettere il centraggio all’'interno del
tubo assicurano la linearita del suo
scorrimento.

Questa tipologia di macchina viene impegnata nei
cantieri specializzati nella posa di oleodotti, gasdotti,
etc. L'accoppiatore per interni tipo OPUS é costruito
e dedicato espressamente all’allineamento ed al
centraggio dei tubi.

The sliding wheels, inside the pipe, allow
and assure the right setting and a slide

This type of machine is employed in certain yard
running.

where oil and gas pipeline are laying.

The internal line-up clamp is a machine bvilt and
used specifically for the line-up and centering of
the pipe.

Per saldature tipo MIG o MAG, sulla
macchina viene installata una serie di settori
in rame.

For MIG or MAG welding system a set of
copper shoes is installed on the machine.




